Republic of the Philippines
CIVIL AVIATION AUTHORITY OF THE PHILIPPINES

BID BULLETIN NO. 2
Bid No. 21-012-07 Charlie

14 July 2021

This Supplemental/Bid Bulletin is issued to modify, amend or clarify items in the Bidding
Documents for the Construction of New Passenger Terminal Building (Phase II) for
Tacloban Airport Development Project.

1. The following are the revised technical personnel and major equipment listed in item no. 2
of Section I. Invitation to Bid and ITB Clause 10.4 & 10.5 of Section III. Bid Data Sheet of
the bidding documents:

Technical Personnel

One (1) Project Manager

One (1) Project (Civil) Engineer
One (1) Material Engineer
One (1) Electrical Engineer
One (1) Mechanical Engineer
One (1) Civil Engineer

One (1) Architect

One (1) Sanitary Engineer
One (1) Surveyor

One (1) Safety Officer

One (1) Nurse

One (1) Construction Foreman

Equipment

One (1) Unit Backhoe/Loader, 1.15 cu.m., 94 hp,

One (1) Unit Bar Bender Machine, Grade 40, Max. Rebar Dia. -42mm. All Makes
One (1) Unit Bar Cutter Machine, Grade 40, Max. Rebar Dia. -42mm. All Makes
One (1) Unit Cargo Truck, 2 - 5 tonner, 160 hp, U.S. & other makes

One (1) Unit Cargo Truck, 6 - 8 tonner, 195 hp, U.S. & other makes

One (1) Unit Cargo Truck, 9 - 10 tonner, 270 hp, U.S. & other makes

One (1) Unit Cargo Truck, 11 - 12 tonner, 290 hp, U.S. & other makes

One (1) Unit Concrete Mixer, 1 bagger, 4 - 6 cu. Ft.

One (1) Unit Concrete Cutter, 13 hp., Self-propelled

Two (2) Units Concrete Vibrator, 57-60 mm dia., Flexible Shaft Type, 4-6 m

One (1) Unit Concrete Screeder, 5.5 hp., Wacker Screeder

One (1) Unit Concrete Pump/Trailer/Truck Mounted (Cont.), Turbo UNI30, 8 Round
3.0 -5.0 cu.m/hr.

Two (2) Units Crane, Hydraulic, 26 - 30 tonnes, 210 hp., All Models

One (1) Unit Crane Hydraulic, 46-50 tonnes, 246 hp., All Modells

One (1) Unit Crawler Tractor with Dozer, 105 hp.

One (1) Unit Dewatering Pump, 5.5 hp. Diesel

Two (2) Units Dump Truck, 9 - 11.99 cu.yd., 275 hp. All Models

One (1) Unit Generator Set, 351 - 400 kw, 439 - 500 kva., Models



One (1) Unit Hydraulic Excavator/Backhoe, W.M., 0.50 cu.m., 128.0 hp

One (1) Unit Pneumatic Roller (Self-Propelled), 15tonnes, 160 hp, 13-WHL-750x15,
4PR

One (1) Unit Plate Compactor, 13.50 hp., Diesel — Reversible

One (1) Unit Service Truck

One (1) Unit Kneader

One (1) Unit Thermoplastic Applicator

One (1) Unit Water Truck w/ water pump, 16,000 liters, 360.0 hp. All Makes

One (1) Unit Welding Machine, 300 Amp., 48.0 hp., Gas/Diesel Driven

One (1) Unit Wheel Loader, 1.45 cum., 85.0 hp. WA120-3

One (1) Unit Wheel Loader, 1.53 cu.m., 98.0 hp.

One (1) Unit Cutting Outfit (Oxy/Acetylene), Harris of Equivalent

One (1) Unit Truck Mounted Crane, Hydaulic Telescopic Boom, 21-25MT, All
Models

One (1) Unit Motorized Grader, 125hp, SZN (2012-UP)

2. Correction in ITB Clause 10.4 of Section I11. Bid Data Sheet of bidding documents, the key

W

personnel must meet the required relevant experience of three (3) years in Building
Construction/ Improvement/ Rehabilitation/ Repair.

Attached in this bid bulletin is the revised Unit Price Analysis of Item No. SPL-1.
Mobilization/Demobilization of Section VIII. Bill of Quantities of bidding documents
(page 91).

This Bid Bulletin should be included in the Technical Requirements and be marked
accordingly. This serves as an integral part of the bidding documents of the project and non-
inclusion of this Bid Bulletin in the Technical Requirements will constitute disqualification.

For the information and guidance of all concerned.

CAPTAIN
Chairman,

ONALDO IA MENDOZA
ids and Awards Committee



PROPOSED CONSTRUCTION OF NEW PASSENGER TERMINAL BUILDING
TACLOBAN AIRPORT, TACLOBAN CITY

UNIT PRICE ANALYSIS

SECTION SERIES 1000: GENERAL REQUIREMENTS

1.0 GENERAL REQUIREMENT 1.00
ITEMNo. : SPL-1 Unit I.s.
Direct
DESCRIPTION : MOBILIZATION/ DEMOBILIZATION Unit
Cost
REF NO. OF Total Cost
aTy Description UNIT Hr. UNIT COST
No. JUNIT (Peso)
A EQUIPMENT
1 |Backhoe/Loader, 1.15 cu.m., 94 hp.
1 |Bar Bender Machine, Grade 40, Max. Rebar Dia. -42mm. All
Makes
1 |Bar Cutter Machine, Grade 40, Max. Rebar Dia. -42mm. All
Makes
1 |Cargo Truck, 2- Stonner, 160 hp, U.5. & other makes
1 |Cargo Truck, 6- B tonner, 195 hp, U.5. & other makes
1 |Cargo Truck, 9- 10 tonner, 270 hp, U.5. & other makes
1 |Cargo Truck, 11 - 12 tonner, 290 hp, U.5. & other makes
1 |Concrete Mixer, 1 bagger, 4- 6cu. Ft.
1 |Concrete Cutter, 13 hp., Self-propelled
2 |Concrete Vibrator, 57-60 mm dia., Flexible Shaft Type, 4-6m
1 |Concrete Screeder, 5.5 hp., Wacker Screeder
1 |Concrete Pump/Trailer/Truck Mounted {Cont.), Turbo UNI30,
8 Round 32.0-5.0 cu.m/hr.
2 |Crane, Hydraulic, 26 - 30 tonnes, 210 hp., All Models
1 |Crane Hydraulic, 46-50 tonnes, 245 hp., All Modells
1 |Crawler Tractor with Dozer, 105 hp.
1 |Dewatering Pump, 5.5 hp. Diesel lot 1
2 |Dump Truck, 9- 11.99 cu.yd., 275 hp. All Models
1 |Generator Set, 351 - 400 kw, 439 - 500 kva., Models
1 |Hydraulic Excavator/Backhoe, W.M., 0.50 cu.m., 128.0 hp
1 |Pneumatic Roller (Self-Propelled), 1Stonnes, 160 hp, 13-WHL-
750x15, 4PR
1 |Plate Compactor, 13.50 hp., Diesel - Reversible
1 |Service Truck
1 |Kneader
1 |Thermoplastic Applicator
1 |Water Truck w/ water pump, 16,000 liters, 360.0 hp. All Makes
1 |wWelding Machine, 300 Amp., 48.0 hp., Gas/Diesel Driven
1 (Wheel Loader, 1.45 cu.m., 85.0 hp.
1 |Wheel Loader, 1.53 cu.m., 98.0 hp.
1 |Cutting Outfit {Oxy/Acetylene)
1 |Truck Mounted Crane, Hydaulic Telescopic Boom, 21-25MT, All
Models
1 |Motorized Grader, 125hp, SZN (2012-UP)
TOTALA
B No. Of | No. Of Unit Rate Total Cost
LABOR Men Month (Pesos
TOTALB
C MATERIALS (for Site Materials)
TOTALC
TOTAL (A+B+C)
=] ESTIMATED DIRECT COST
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